HEADLIGHT “ON” WARNING BUZZER

CBAZ-14931-AR
INSTALLATION INSTRUCTIONS

DRAKIE

Driven Beyond Perfection

TOOLS REQUIRE

» Wire Stripper/Crimper
* Phillips Screwdriver
* Large Flat Blade Screwdriver
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The Scott Drake headlight “on” warning buzzer is designed to activate when the
parking lamps or the headlights are left on after the ignition is turned off.
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Headlight On Warning Buzzer Kit

It installs simply with quick splice and crimp-on wire connectors.

Wire harnesses and connectors for this installation are all included.
(See picture A)

Removal of the instrument panel is not necessary but may make installation
easier.

Removal of the headlight switch and harness is required. Please refer to the
ford shop manual when removing the instrument panel or headlight switch.

As with any installation that involves the electrical system of the car, the battery
should be disconnected before starting this project.

Please read through this instruction sheet before starting.

INSTALLATION:

The headlight “on” buzzer will be positioned in the area between the headlight
switch and the ignition switch under the dash. Determine the best location
by checking the length of the wires on the 3 wire harness. Use double side
adhesive tape or small sheet metal screws to secure the buzzer housing after

>

all wires are connected. Make sure that the location of the buzzer housing does m —
not obstruct moving parts such as wiper motor arms. Red wire to headlight ;
switch harness.
After the headlight switch, with the main harness connector still attached, is i
pulled out or exposed by removing the instrument panel, locate the single black Yellow wire to blue/black wire
wire in the lower center of the harness connector. (See picture B)
Blue/black wire w/ loop to back /
Attach a quick splice connector to this wire. of ignition switch, accessory o

post or “ignition on” wire.

If you want the buzzer to activate only with the headlights, not the parking lights, )
attach the quick splice to the red wire with yellow stripe. (See picture B) Black wire w/loop to ground.

Prepare the 3 wire harness by stripping the ends of the red and yellow wires
and securely crimping on red, insulated male spade connectors to each.

Plug in the red wire from this harness into the quick splice you attached to the
wire of the headlight switch.

Prepare the blue wire with black stripe. Measure the distance from the back of
the ignition switch to where the warning buzzer will be positioned. Cut the blue
wire to the appropriate length, strip the cut end and securely attach the blue,

insulated female spade connector. Plug this wire and the yellow wire together.
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INSTALLATION INSTRUCTIONS (Cont.)

Page 2 of 2

The loop connector on the end of the blue wire will attach to the accessory post
on the back of the ignition switch. Secure the loop connector with the nut from
the accessory post.

Note that ignition switches after 1967 may not have an accessory post. In this
case, locate the “ignition on” wire and use a quick splice in place of the blue
wire with the loop connector. Note that this option may require the buzzer to be
located closer to the ignition switch.

Reinstall the headlight switch into the dash if it was removed.
Reconnect the battery.

To check the installation, with ignition off:

Pull the headlight knob out to turn on the lights.

The buzzer should activate.

Turning the ignition to the “on” position should silence the buzzer.

If the buzzer fails to activate properly, check all connections carefully.

SATISFACTION GUARANTEE:

If you are not happy with this product for any reason or found product to be de-
fective in manufacturing, simply return it to Scott Drake Enterprises, Inc. within
30 days of purchase and we will replace it - no questions asked. We stand

behind our products one hundred percent, so you can sit behind the wheel with

pride.

* Please call Scott Drake Customer Service for a Return Authorization (RA) before return-
ing any product. Proof of purchase and dated receipt must be present with any return. All
returned products are tested and if found to be damaged by the installer, no replacement
will be issued. You pay the cost to ship to us, we pay for the return shipping. Guarantee
does not include any labor and/or tax charges incurred.

Locate single black wire or the red with yellow stripe
wire in the headlight switch connector.

Add a quick splice connector to either wire,
depending on the function desired.

To place an order, or for current pricing,
call your authorized Scott Drake dealer.

For a list of dealers in your area, or for
any other questions about Scott Drake
products, visit www.scottdrake.com or
call our customer service department
toll free:

1.800.999.0289

Mon - Thurs 7:00 a.m. to 5:00 p.m.
Friday 7:00 a.m. to 4:30 p.m. - PST

ScoOoTrT T 130 Cassia Way
Henderson, NV 89014

t: 702.853.2060
DRAKE f:702.853.2062




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


