MOUNTING PLATE
WITH NOMEX BACK ———o~
FOR BOLT-THRU

36" PANEL

RIPSTOP REINFORCED PILOT CHUTE
NYLON NYLON BLOSSOM
< > WITH LEATHER CAP

85" WITH
11" ADJUSTMENTS

15"
PILOT

MAIN CHUTE =

BLOSSOM

COMPRESSION —— "
LAUNCH
SPRING

1.4" TUBULAR

168' CROSSFORM WEBBING
12' SKYJACKER PILOT CHUTE
SHROUDS
/
12
36" PANEL CRUCIFORM
RIPSTOP BLOSSOM
REINFORCED
NYLON 10
SKYJACKER
BLOSSOM
MAIN CHUTE
CHOKE /

\ MAIN CHUTE MASTER PANEL
5" SQUARE VENTURI VENT
WITH 1.25" WEB REINFORCEMENT

6' CROSSFORM

4' SKYJACKER .875" TUBULAR WEB SHROUD / CROSSFORM

.625" TUBULAR WEB SHROUD / SKYJACKER

5.5" WEB OVERLAY
ON CANOPY - 8 POINT

SHROUD BUNDLE COLLAR
HAND TIED

HAND WHIPPED
& TIED ANCHOR

ALUMINIZED KELVAL CHOKE SLEEVE

.080" ALLOY HAND WOVEN

NOMEX PACK
WITH WEBBED

INSTALLATION REINFORCEMENT

PILOT CHUTE
NYLON BLOSSOM WITH

.08S0" ALLOY TUBULAR WEBBING CAP

PUSHER PLATE
BOLTED TO
AIR CYLINDER

PUSHROD 5

.080" ALLOY
BACKING PLATE

o
BLOSSOM

1.4" TUBULAR
WEBBING
PNEUMATIC AIR CYLINDER
WITH ACTIVATION SWITCH,
AIR LINE & FITTINGS

PILOT CHUTE
CHOKE




