PART NO. 16822 car sack HOOKER SUPER COMPETITION EXHAUST SYSTEM
1983-85 CHEVY CAMARO - 305H.0. ENGINE CODES G,F&7

NOTE: 1. THIS SYSTEM IS DESIGNED TO ACCOMMODATE FACTORY SUPPLIED CATALYTIC CONVERTER.

2. ITISILLEGAL, EXCEPT FOR RACING VEHICLES WHICH MAY NEVER BE DRIVEN UPON A HIGHWAY, TO REMOVE THE
CATALYTIC CONVERTER.

3. MUFFLERS ARE SUPPLIED WITH THIS EXHAUST SYSTEM. HOOKER HEADERS HAS DESIGNED THIS KIT IN CONJUNGTICN
WITH THE HOOKER SUPER COMPETITION AERO CHAMBER MUFFLER, EXTENSIVE TRACK AND FLOW TESTING HAS
ALLOWED HOOKER HEADERS TO PRODUCE THE FINEST CHAMBERED MUFFLER AVAILABLE.,

4, THE UNIQUE DESIGN OF THE AERO CHAMBER WILL GREATE A THROATY POWERFUL SOUND THAT WILL NOT CHANGE
WITH TIME. PROPER INSTALLATION AND MAINTENANCE WILL INSURE LONG LIFE AND MAXIMUM PERFORMANCE FROM
YOUR AERO CHAMBER MUFFLER.

BEFORE STARTING

YOUR VEHICLE MUST BE RAISED A MINIMUM OF 36 INCHES. A FLOOR HOIST IS IDEAL. IF NO HOIST IS AVAILABLE, WE STRONGLY
URGE THE USE OF AXLE STANDS AS A SAFETY MEASURE. CAUTION! YOUR CAR SHOULD NOT BE SUPPORTED ON A BUMPER JACK,
WE RECOMMEND WELDING ALL PIPE SLIP JOINTS (HEADPIPE TO MUFFLER, ETC,) IF NO WELDING EQUIPMENT IS AVAILABLE AT THE
TIME OF INSTALLATION, USE FURNISHED CLAMPS TO SECURE THE PIPES UNTIL THEY CAN BE WELDED.

JNSTALLATION PROCEDURE - PLEASE READ CAREFULLY
NOTE: ALL HOOKER AERO CHAMBER MUFFLERS FEATURE ALUMINIZED AND STAINLESS STEEL CONSTRUCTION FOR
LONG LIFE, THE FOLLOWING TIPS ARE INTENDED TO HELP YOU REALIZE THE FULL POTENTIAL OF THESE MUFFLERS.
1. AERO CHAMBER MUFFLERS ARE DESIGNED WITH A HEAVY GAUGE INLET AND OUTLET STUB FOR HIGH STRENGTH. STANDARD
MUFFLER CLAMPS WILL NOT PROPERLY CRUSH THE STUB AND WELDING IS RECOMMENDED IN ALL CASES.
2. PROPER SUPPORT OF THE EXHAUST SYSTEM COMPONENTS IS ESSENTIAL TO LONG LIFE. THIS SYSTEM IS DESIGNED TO
HANG IN THE STOCK LOCATION.
3. ALL EXHAUST SYSTEM MOUNTS SHOULD CONTAIN A RUBBER ISOLATOR TO DAMPEN VIBRATION AND PREVENT METAL
FATIGUE AND CRACKING. NEVER RIGID MOUNT EXHAUST COMPONENTS,
4. BEGIN BY UNBOLTING AND REMOVING STOCK MUFFLER. KEEP ALL STOCK HANGERS SO THEY CAN BE RE-USED DURING
REASSEMBLY.
5. UNBOLT AND REMOVE STOCCK HEADPIPE FROM CAR.
6. BOLT HEADPIPE “B’ TO MUFFLER WITH BOLTS, NUTS AND GASKET SUPPLIED. INSERT BOTH TAIL PIPES INTO MUFFLER AND
INSTALL CLAMPS, BUT DO NOT TIGHTEN COMPLETELY AT THIS TIME.
7. SLIDE HEADPIPE OVER AXLE AND INSTALL MUFFLER INTO CAR USING STOCK HANGERS.
8. INSTALL HEADPIPE "A* ONTO BACK OF CATALYTIC CONVERTER (USE OF A HIGH TEMPERATURE SILICONE ON THE CONVERTER FLANGE IS
RECOMMENDED). SLIDE INTO HEADPIPE “B”. ADJUST FOR MAXIMUM CLEARANCE, INSTALL PROVIDED CLAMPS AND TIGHTEN ALL BOLTS.
9, "INSTALL PROVIDED CHROME TIPS AND TIGHTEN PINCH CLAMP.,

START ENGINE AND CHECK FOR LEAKS. BE SURE ALL BRAKE LINES, FUEL LINES AND ANY ELECTRICAL WIRES HAVE SUFFIENT
CLEARANCE, '

WHEN FINISHED, GIVE YOUR CAR A TEST DRIVE CHECKING CAREFULLY FOR ANY NEW NOlSiES. AFTER SEVERAL DAYS DRIVING,
RETIGHTEN ALL BOLTS,

ANY QUESTIONS? PLEASE CONTAGT THE CUSTOMER SERVIGE DEPARTMENT AT: HOOKER HEADERS, |~8ldar Watt-(0853.

DID YOU KNOW THERE IS MORE TO HOOKER THAN JUST HEADERS? OF COURSE, WE LOVE OUR HOOKER HEADERS, BUT HOOKER
BUILDS MORE THAN THE ULTIMATE IN HIGH PERFORMANCE EXHAUST SYSTEMS. ASK YOUR DEALER.

LIMITATION OF LIABILITY ~ DISCLAIMER: THE REGULATION OF EMISSIONS PRODUCTION, NOISE LEVELS AND SAFETY STANDARDS IS UNDERTAKEN BY
THE FEDERAL GOVERNMENT, EACH OF THE FIFTY STATE LEGISLATURES AND BY MANY LOCAL MUNICIPALITIES, TOWNS AND COUNTIES.

HOOKER INDUSTRIES MAKES NO WARRANTIES OF MERCHANTABILITY, OF FITNESS FOR PARTICULAR PURPOSE, OR THAT ITS PRODUCTS ARE
APPROVED FOR GENERAL USE, OR THAT ITS PRODUCTS COMPLY WITH LAWS, REGULATIONS OR ORDINANCES IN THE STATES WHERE THEY MAY BE
SOLD TO THE ULTIMATE PURCHASER, THE CONSUMER.

UNLESS EXPRESSLY STATED TO THE CONTRARY IN THE CATALOG, INSTRUCTION SHEET OR PRICE LIST, THE ENTIRE RISK AS TO THE CONFORMITY OF
ANY COMPANY PRODUCT IN ANY SUGH STATE AND AS TO REPAIR SHOULD THE PRODUGT PROVE TO BE DEFECTIVE OR NONCONFORMING, 1S ON THE
RETAIL PURCHASER, THE BUYER, THE ULTIMATE CONSUMER, OF SUCH PRODUGT AND IT 1S NOT UPON THE SELLER, DISTRIBUTOR OR MANUFACTURER.

IN THIS CONNECTION, THE RETAIL PURCHASER, THE BUYER, THE ULTIMATE CONSUMER ASSUMES THE BURDEN OF THE ENTIRE COST OF ANY AND
ALL NECESSARY SERVICE, ALTERATIONS OH REPAIR.

THE FOREGOING STATEMENT LIMITS THE LIABILITY OF THE MARUFACTURER.

CALIFORNIA VEHICLE CODE SECTIONS 271568 AND 38391 PROHIBIT THE ADVERTISING, OFFERING FOR SALE, OR INSTALLATION OF ANY DEVICE WHICH
MODIFIES A VEHICLE'S EMISSION CONTROL SYSTEM UNLESS EXEMPTED. UNLESS OTHERWISE NOTED, HOOKER HEADERS HAVE NOT RECEIVED AN
EXEMPTION FROM THESE CODE SEGTIONS AND ARE NOT LEGAL FOR SALE OR USE IN CALIFOR-
NIA ON VEHIGLES ORIGINALLY EQUIPPED WITH CATALYTIC CONVERTERS. IT IS ILLEGAL,
EXCEPT FOR RACING VEHICLES WHICH MAY NEVER BE DRIVEN UPON A HIGHWAY, TO REMOVE
OR OTHERWISE RENDER INOPERATIVE ANY EMISSION CONTROL DEVICE ON REGULATED
MOTOR VEHICLES-CHECK CATALOG LISTINGS TO INSURE PROPER APPLICATION. IN THE OTHER
49 STATES, UNLESS OTHERWISE NOTED, HOOKER HEADERS ARE NOT LEGAL FOR POLLUTION
CONTROLLED MOTOR VEHICLES, EXCEPT FOR
RACING VEHICLES WHICH MAY NEVER BE USED

UPON A HIGHWAY AND ARE NOT INTENDED OR
APPLICABLE FOR HIGHWAY USE.
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