
  

2018-2023 Mustang Rear Diffuser Blade Kit  

Part Number: JR3B-6540544-B 

 

Parts List: 

Description Qty. 
Inner Blade 2 

Outer Blade 2 

Straight Bracket 1 

M5 K-Lock Nut 2 

M4.8 Screw 16mm 2 

M5 Screw 30mm 2 

M4.8 Screw 60mm 2 

Installation Instructions 1 

 

Required Tools: 

•  Power Drill 
•  4 mm (#21) Drill Bit 
•  Phillips Screwdriver 
•  Ratchet 
•  8mm Socket 
•  Masking Tape 

 

This kit requires prior installation of JR3B-6540544-A Diffuser.  

Please verify that all parts and tools are present. 

Caution: If any part of this installation seems beyond your level of installation experience, 
please seek the help of a certified professional. 

Before beginning installation, safely lift the rear of the vehicle. If you are not using a lift, 

make sure to park the vehicle on a level surface, chock the wheels, and use redundant jack 

stands.   

Inner Blade Installation Procedure  

 

1. On a workbench, loosely install 30mm M5 Screws and M5 K-Lock Nuts onto the inside 
holes of the bracket as shown.  

 

 

 

2. Slide one of the screws into the inside slot of the Inner Blade (bottom arrow). Ensure tape 
is on the outside edge of the blade (top arrow). Hand tighten the screw and nut onto the 
Inner Blade.  



 

3. Connect the second Inner Blade to the Straight Bracket. Tighten the Bracket to the Inner 

Blades using the ratchet, 8mm socket, and Phillips screwdriver. Do not overtighten. 

 

 

 

4. Peel back a small portion of the tape release film and use masking tape to secure it to the 

side of the Inner Blade as shown. Make sure to peel back the tape film from the correct end 

as shown. 

 

5. Thoroughly clean the tape mounting surface on the vehicle.  

6. Install the slots of the Inner Blade Assembly onto the diffuser blade, directly under the 

central reverse light. 

 

 

 

7. Loosely install 60mm M4.8 Screws into the screw holes on the underside of the vehicle as 

shown.  

8. Remove masking tape from the Inner Blade Assembly. 



 

9. While applying downward pressure to the center of the diffuser, peel back the release film 

from the Inner Blades and align the Blades so that they are pointing directly backwards on 

the vehicle. 

10. Release pressure on the diffuser, and press the Inner Diffuser blades upward and towards 

the vehicle to compress the tape.  

11. Tighten the 60mm M4.8 Screws from step 6 until the Inner Diffuser Blades begin to bend 

slightly. 

 

 

 

 

 

 

 

 

 

 

Outer Blade Installation Procedure  

 

1. Thoroughly clean the tape mounting surface on the vehicle.  

2. Install the slot of the Outer Blade onto the diffuser. Ensure that the tape is towards the 

outside of the vehicle. Offset as shown so the tape is not in contact with the vehicle. Push 

towards the vehicle as far as possible.  

 

 

 

3. Under the vehicle, center the Outer Blade on the raised surface.  



4. Using the hole in the Outer Blade as a guide, drill a hole into the underside of the vehicle 

using a power drill and 4mm (#21) drill bit. The Outer Blade is hollow, so make sure the drill 

bit is through both sides before drilling.  

5. Loosely install the M4.8 16mm screw through the Outer Blade and the hole that was just 

drilled.  

6. Remove the tape release film.  

 

 

 

7. While pulling the Outer Blade away from the vehicle, rotate the Outer Blade to be in line 

with the vehicle blade as shown.  

8. Press the Outer Blade towards the vehicle to help the tape adhere properly.  

9. Tighten the M4.8 screw until it is snug. Do not overtighten or the plastic will strip.  

10. Repeat installation for the Outer Blade on the other side of the vehicle.  

Completed Installation 
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