" LOGO USAGE GUIDELINES

For use on light backgrounds

FULL COLOR LOGO - BLACK TEXT SINGLE COLOR LOGO - BLACK “DSE” INITIALS LOGO - BLACK

eirog”

®
SPEED & ENGINEERING

Used only for forgings, castings, product tags and special
requests. Not to be used for print, social, digital, or
otherwise.
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For use on dark backgrounds

FULL COLOR LOGO - WHITE TEXT SINGLE COLOR LOGO - WHITE “DSE” INITIALS LOGO - WHITE

veiroy

® ®
SPEED g ENGINEERING SPEED & ENGINEERING




W 10GO SPAC

Detroit Speed Logo “DSE” Initials Logo

CLEAR SPACE = 1/4 HEIGHT OF LOGO CLEAR SPACE = 1/3 HEIGHT OF LOGO

®
SPEED g ENGINEERING

T COLOR PALE

E

DETROIT SPEED RICH SLATE METALLIC WHITE
PURPLE BLACK GRAY GRADIENTS
Pantone’ 266 Rich Black Slate Gray Metallic White
Gradients
CMYK CMYK CMYK CMYK CMYK
78 89 0 0 60 40 40 100 60 40 40 70 N/A 0000
RGB RGB RGB RGB RGB
92 65 154 000 45 57 61 N/A 255 255 255
HEX HEX HEX HEX HEX

5C419A 000000 2D393D N/A FFFFFF



- T TYPOGRAPHY

Display Type
and Body Copy

Stalnless (various styles and weights)

ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijklmnopqrstuvwxyz
1234567890 |@#S$%N&*()

ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijklmnopqrstuvwxyz
1234567890 |@#S$%N&*()

Headlines
and Subheads

Gotham (various styles and weights)

ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijklmnopqrstuvwxyz
1234567890 !@#S$%N&¥()

ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijklmnopqrstuvwxyz
1234567890 !@#S$%N&¥()

“DSE” Logotype
and Special Occasion

Eurostile (various styles and weights)

ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijklmnopqrstuvwxyz
1234567890 |@#S5%N&*()

ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijklmnopqrstuvwxyz
1234567890 !@#S5%N&*()




